Category 5eCable

Product Features

* UL vertified to TIA/EIA 568A & ISO/IEC 11801
* Conductor : Solid or Stranded Copper

¢ |nsulation : Colour-coded PE @
* Jacket : PVC or LSOH @ )
* Flammability Grade : CMX, CM, MP, CMR, MPR

* Rated Temperature : 60°C

* Reelex Pull-Out Box Packing Available

Cable Consiruction Conductor Insulation Shielding Shielding

No of Pair Color Of Pair Diameter(mm) Diameter(mm) Thickness(mm) Diameter(mm)
1 Blue White/Blue
2 Orange White/Orange
3 Green White/Green 7*%0.2 0.95+ 0.01 0.55+ 0.05 5.6+ 0.1
4 Brown White/Brown

Electrical Characteristics ( CAT 5e - AWG 24 )

Atftenuation Velocity \ RS
Frequency(MHz)  Impedance(MHz) RL(dB)  dB/100  Pair(dB)  Sum(dB)  Propagafion ~ ,
0.772 19.4 1.8 67.0 63.0 B\ '
1.0 20.0 2.0 65.3 60.8 ' ‘ ‘
4.0 23.0 4.1 56.3 48.7
8.0 24.5 5.8 518 427 \
10.0 100 + 15 25.0 6.5 503 408 0.65 N
16.0 25.0 8.2 47.3 36.7 ' \
20.0 25.0 9.3 45.8 34.7 \
25.0 24.3 104 443 328 \ \
31.25 236 117 429 309 . ‘ .
62.5 21.5 17.0 38.4 24.8 i\
100.0 20.1 22.0 35.3 20.8 { \
Ordering Information }
Part No. Description '
LTSS-CU5E-XX UTP Cat 5e Cable :
LTSS-FTSE-XX FTP Cat 5 Cable
LTSS-ST5E-XX S-FTP Cat 5e Cable i
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