
Surge Protector

::: Specifications ::: 

::: EMP Arrester ::: 

Model No LTBL-08/22-N

Interface Method Series

Application: Mobile Telecom BTS

Impedance (ohm)

Frequency Range (MHz)

Insertion Loss (dB)

Through -Current Capacity (8/20ms)

Residual Voltage

Maximum Transmission Power

Operating Temperature

Dimension

Connector N, DIN 7/16

2000W

-60ºC ~ 100ºC

100*88*37

Relative Humidity <95%

50kA

50

800~2200 

 < 0.15

 < 10V

VSWR  < 1.15

 

::: Ordering Information :::
Part Number Description

LTBL-08/25-DIN Arrestor EMP 7/16 DIN Type

LTBL-08/25-N Arrestor EMP N Type



Coupling(Nominal)
 

  
Mainline Loss

 

 

Frequency range  800 ~ 2500 GHz  

VSWR  ≤1.2 @ 800-2500 MHz

Insertion loss  ≤0.1

Withstand Power  2000

Pulse Current range (kA@8/20 μ S/WAVE)  30 kA

Voltage  < 10 (1kV/μs)

Impedance  50 Ω

Connector  7/16 Din(M), 7/16 Din(F) 

Weight 400g

Insulation Resistance ≥1x10  MΩ

 

::: Ordering Information :::
Part Number Description

LTBL-08/25-DIN Arrestor EMP 7/16 DIN Type
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::: EMP Arrester - 7/16 ::: 
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